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C_C1160-2FS/FR

Installation

Architectural specifications:

The Ci Series Cil60.2FS and Cil60.2FR
comprise a 160mm full range speaker.
Performance should meet or exceed the
following criteria:  frequency response
| metre on-axis with swept sinewave shall
be 60Hz to 16kHz, system sensitivity shall
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be at least 89dB for 2.83V@Im.
The driver impedance and maximum
power handling shall be 100WV at 4 ohms.
The Ci Series Cil60.2FS and Cil 60.2FR is
best suited where high quality music and
speech reinforcement applications require
hi-fi performance such as:
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- Multi Room systems.

- Lounges, Bars, Boutiques.

- Boardrooms & Offices.

- Airports, Convention Centres, Hotels.
- Live Theatre/Concert Hall fill-in.

- Houses of Worship.

Directivity Index / Beamwidth

deg, -6 dB Beamwidth dB, Level

A v 1 L] Y O g g ::: T T X A —
] ° N MA | 00 £ jﬁ - L: 120 \
% N\ % 10 d ’U 10 90 ‘
4 e | > 1 z M
L L= = g 7 . g © l raa
H N [ IS 5 3
A HHt
20 50 100 200 500 Ik 2k Sk 10k 2 lflé "10 50 100 200 500 Ik 2k Sk 10k zoL 20 50 100 200 500 Ik 2k Sk 10k 20k
Frequency, Hz Frequency, Hz Frequency, Hz
Frequency response emmmm POWer response e Input impedance e
Specifications
Frequency range 60Hz - 16kHz Enclosure material N/A
Sensitivity (2.83v @ Im) 89dB Terminals spring terminals up to @2.5mm (0.1”)
; conductor
Rec. amplifier power 10 - 100W
- R Dimensions (H xW x D) 220 x 220 x 89 mm, 8.66 x 8.66 x 3.5 in. FS
Nominal Impedance 4Q (min. 3.5Q) @ 220 x 87 mm. 8.66 x 3.42 in. FR
Crossover Frequency N/A

Net weight

I.2kg (2.64lbs) FS, I.1kg (2.42lbs) FR
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