





RC6s

The RC6s gives you broad sound coverage in situations
where two speakers would be impractical. 1t features an
innovative dual tweeter design and dual voice coil driver
in a shallow-fit speaker, perfect for corners, hallways,

or even shower stalls.

= Dual tweeters deliver left & right channel highs,
while a vented, dual voice coil driver automatically
“sums” left & right channel mids for stereo imaging.

u Durable, moisture-resistant materials, aluminum grille
and stainless, rust-resistant hardware for safe use in

hathrooms, kitchens, saunas, even under outdoor eaves,

= Round shape and flush design mimics the look
of recessed lighting,
= Dynamic Balance” Composite Cone Driver is timbre-
matched to other Polk Audio speakers.
Polk’s Rotating Cam Mounting System ensures
fast and easy installation.
RCés
Qverall Dimensians:
515416" Diaeneter x 3 1/8 Depth [22.7cm Diameter x 7.34cm Depth)
Dverall Frequency Response 40Hz - 20kHz.

See specifications for more detailed product information

Mawe White (paintabie)

RCEOY

RC80/ & RC60/

With a round shape and flush design, RC/ Round In-
Ceiling Speakers mimic the look of recessed lighting
fixtures. When they are painted to match your decor,
they disappear into your room for true “stealth” sound.
Aimable tweeters give vou more direct high frequency
control for excellent imaging even for off-axis listening
positions, and drop-in installation ease makes them

a cinch even in unlikely locations.

= Aimable tweeters for direct high frequency control;
excellent imaging even for off-axis listening positions.

= Moisture resistant materials for safe use in bathrooms,
kitchens, saunas, even under outdoor eaves.

» Rotating Cam installation for “out of the hox,
into the ceiling” installation ease.

RCBO/

Overall Dimensions:

103/4 Diameter x 3 5/8° Depth (27.31cm Diameter x 8.207cm Depth)
Overall Frequency Response 35Hz - 20kH7

RC60/

Dverail Dimensions:

9" Diameter x 2 7/8" Depth {22 86cm Diameter x 7.302cm Depth)
Overall Frequancy Response 40Hz - 20kH7.

ee specifications for mare detailed product information.
St fications f; deiailed product informat

Matte White (paintable)

dyna E\Lic

B ANCE"°
Advanced laser imaging technology allowed Polk Audio engineers to see the entire vibrating surface of a driver and tweeter; they could actually
see the resonance develop on the speaker cones—resonance that is the root cause of loudspeaker distortion (A}, Being able to see the resonance
develop, they determined the "Dynamic Balance” of high-tech materials, geometry and construction that effectively tune out the offending reso-

nance (B). Exclusive Dynamic Balance Composite Material Technology delivers sound that's effortlessly clean and clear; even at lifelike volume.
See more about Dynamic Balance at www.polkaudio.com/catalog/technology/.
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Custom Install Loudspeakers  RCB5/ RCE5/ RC55/
Driver Complement 1 - 8" (20.3cm) mineral filled 1 - 6 1/2° 16.5cm| mineral filled 1-51/4"(13.3cm)

polypropylene cone, polypropylene cone, mineral filled polypropylene cane,

1 - 17 {2.5cm) dome tweeter in swivel mount 1 - 3/4" 1.9cm) dome tweeter in swivel mount 1 - 3/4 {1.9cm) dome tweeter in swivel mount
Shape rectangle rectangle rectangle
Frequency Response: Overall 30Hz - 20kHz 32Hz - 20kHz B67Hz - 20kHz
Impedance compatible with 8 Ohm outputs compatible with 8 Ohm outputs compatible with 8 Ohm outputs
Recommended Amplification 20 - 100 watts/channel 20 - 100 watts/channel 20 - 100 watts/channel
Efficiency 90dB 89dB 90dB
Available Finish matte white [paintable} matte white (paintable) matte white {paintable)
Shipping Weight 6.93 Ibs/each (3.143 kg) 4.78 Ibs/each (2.168 kg) 4.25 Ibs/each (1.928 kg)
Qverall Dimensions {Depth measured from 141/8°Hx101/6"Wx37/16" D 121/16"HxB5/8 W x27/8°D W Hx7916"Wx21/2°D
the deepest component to the back of the baffle) (35,88 H x 25.56cm W x 8.73cm D) (30.64cm H x 21.9Tcm W x 7.3cm D) {27.94cm H x 19.21cm W x 6.35cm D) 5
Depth Assuming 1/2° Drywall 2 15/167 (7.5cm) 2 3/8 {6.1cm) 2" (5.1cm)
Cutout Dimensions 12 3/4" Hx B5/8" W (32.38cm H x 21.9cm W) 103/4°Hx71/8" W{27.3cm H x 18.41cm W) 95/8" H x 6 1/4" W {24.45¢m H x 15.87cm W)
Features Aimable Tweeter, Rotating Cam Install Aimable Tweeter, Rotating Cam Install Aimable Tweeter, Rotating Cam Install
Custom Install Loudspeakers RC6s RCB0; RC60/
Driver Complement 1 - B 1/2" {16.5¢cm) mineral filled 1 - 8" (20cm} 1-61/2" (165¢m)

polypropylene cone, mineral filled polypropylene cone, mineral filled polypropylene cone,

2 - 3/4" (1.9cm) soft dome tweeters 1- 17 (2.5¢m) dome tweeter in swivel mount 1 - 3/4" {1.9cm) dome tweeter in swivel mount
Shape round round round
Frequency Response: Overall 40Hz - 20kHz 35Hz - 20kHz 40Hz - 20kHz
Impedance compatible with 8 Ohm outputs compatible with 8 Ohm outputs compatible with 8 Ohm outputs
Recommended Amplification 20 - 100 watts/channel 20 - 100 watts/channel 20 - 100 watts/channel
Efficiency 89dB 90dB 89dB
Available Finish matte white {paintable) matte white (paintable) matte white (paintable)
Shipping Weight 3.3 Ibs/each (1.497 kg) 5.3 Ibs/each (2.404 kg) 3.05 Ibs/each {1.383 kg}
Overall Dimensions 8 15/16" Dia. (22.5cm) x 3 1/8" Depth (7.9cm) 10 3/4" Dia. {27.3cm) x 3 5/8" Depth {9.2cm) 9" Dia. {22.86cm) x 2 7/8" Depth (7.3cm)
Depth Assuming 1/2" Drywall 25/8"(6.7cm) 31/8 {7.9cm) 2 3/8" (6cm)
Cutout Dimensions 7 9/16"{19.21cm) 93/8"(23.8cm) 75/8" (19.4cm) -
Features Aimable Tweeter, Rotating Cam Install Aimable Tweeter, Rotating Cam Install Aimable Tweeter, Rotating Cam Install

** About Power Ratings:

The Federal Trade Commission has issued new fegulations regarding the power ratings of all ampiifiers, including self-powered speakers. Polk Audio supports this effort to standardize power
testing methois in order to provide consumers with a “lavel playing field” basis for comparison, Note, however, that the FTC rating is based on the "Contimious Power” outpu! of the amplifier
Music and movies are rarely "continuus™ but are mainly composed of short bursts of sound. For this reason we also supply a “Dynamic Power” rating that measures the ability of the amplifier
1o produce power in shert bursts similar to those found in music and movies. In our experience, an amplifier with higher Dynamic Power output will play louder under most conditions regard-
less of the continuous power rating.

“Polk Audio,”™ “ARC Port, " “Casket Basket,” “PowerPort, and “Dynamic Balance™ are ragistered trademarks of Britannia investment Corperation used under license by Polk Audio inc.

We e fanatics when il comnes to providing you useful, accurate information that can help you evaluale our products. But as we all know, we live in an imperfact world. At least some of us do. 5601 Metro Drive
That's why performance specifications and product dimensions are stbject to change without notice. For the most current specifications see our website, www.polkaudio.com/home. Baltimore, MD 21215
800-377-7655
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