





TC80/, TC604, TC610/

Use round TC speakers anywhere you need high perform-
ance sound but don't have the room or the desire for even
the smallest of freestanding loudspeakers. TCf speakers are
perfect for use in locations demanding extreme durability
because they feature moisture resistant materials. The

15° Driver Offset (7C807 & TC60i) means more uniform
coverage and better imaging; easily accessible user con-
trols let vou tailor the sound to vour specific installation.

= Durable, moisture resistant materials—safe for use
in kitchens or baths. even under roof eaves for stealthy
outdoor audio applications.

= Dynamic Balance” Polymer Composite Cone for smooth
response and aimable Silk Dome Tweeter for clear,
detailed highs; 15° Driver Offset for better imaging
(TC80F & TCo0i).

u Paintable, powder-coated Aluminum Grille.

L = Boundary Switch flaens response in reflective
installation locations; Tweeter Level Switch tailors
highs 1o your room acoustics,

= Timbre-matched to the whole Polk Audio
R'T7 Series of high performance loudspeakers,
vound TCf models make perfect “invisible™
surround speakers.

See specifications for mare detaited product miormation

foat

Matte Winte fpaintatils)

PR

performance
E NHGIEE@RSUNREE

Custom engineered Polk Audia Performance Enclosures offer the best possible sound quality with pre-construction and mafor renovation installations

of Polk in-Wall Loudspeakers, especially LT & TCi Series In-Wall & In-Ceiling models. They are “perfect-volume” cabinets that provide Polk LC7 & TCI

speakers with the ideal volume and internal damping material for optimum bass performance. Constructed of rigid MOF and extensively braced to

ensure that all of the speaker's energy works to produce tight, clean, low distortion bass. Polk Performance Enclosures guarantee the most consistent,

dynamic, full-spectrum sound, with superior bass extension and superior room-to-room sound isofation. See more about Polk Performance Enclosures
at www polkaudio. com/catalog/technology/.
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Custom Install Loudspeakers TC265/ TC65/ TC615i
Driver Complement 1-61/2" (16.51cm) Dyn. Bal, bass driver, 1-61/2" (16.51cm) Dyn. Bal. mid/bass driver, 1 -6 1/2° (16.51cm) Dyn. Bal. mid/bass driver,
1-61/2°(16.51cm) Dyn. Bal, mid/bass driver,  1- 17 (2.5cm) cloth dome/ball & socket tweeter 1 - 3/4" (2.5¢m) cloth dome/ball
1-17(2.5cm) cloth domey/ball & socket tweeter & socket tweetar
Shape rectangle rectangle rectangle
Frequency Response: Overall / -3dB Limits ~ 30Hz - 27kHz / 45Hz - 25kHz 32Hz - 27kHz / 50Hz - 25kHz 32Hz - 23kHz / 55Hz - 20kHz
Impedance compatible with 8 Ohm outputs compatible with 8 Ohm outputs compatible with 8 Ohm outputs
Recommended Amplification 10 - 200 watts/channal 10 - 125 watts/channel 10 - 125 watts/channel
Efficiency 91dB 9008 90dB
Available Finish matte white (paintable) matte white (paintable)) matte white (paintable)
Shipping Weight 9.70 Ibs/each (4.4ka) 5.65 Ibs/each (2.563kg) 4.25 Ibs/each (1.928kg)
Overall Dimensions (Depth measured from 2058 HxB1/22Wx31/2D 141/8 HxB81/2 Wx33/16°D 12116° Hx B 116" W x 2 7/8°D <
the deepest component 1o the back of the baffle)  (52.4cm H x 21,59cm W x 8.89cm D) {35.88cm H x 21.59cm W x 8.096cm D) (30,64cm H x 22.07cm W x 7.302cm D)
Depth Assuming 1/2° Drywall 3 (7.6em) 2 11/16° (6.83cm) 2 3/8° (6.03cm)
Cutout Dimensions 193/16"Hx 7 174" W 123 Hx 7148 W 1058 Hx7 1/4"W
(48.7cm H x 18.4cm W) {32.38cm H x 18.41cm W) (26.99cm H x 18.41cm W)
Features PowerPort? User Controls Power Port, User Controls Aimable Tweeter, Rotating Cam Install
Custom Install Loudspeakers TC80/ TC60/ TC6107
Driver Complement 1 - 8" (20.3cm) Dyn. Bal. mid/bass driver, 1-61/2* (16.5cm) Dyn. Bal. mid/bass driver, 1 -6 1/2° (16.5cm) Dyn. Bal. mid/bass driver,
1-1"{2.5cm) cloth dome/ball & socket tweeter  1- 1" (2.5¢cm) cloth dome/ball & socket tweeter 1 -3/4° (2.5cm) cloth domey/ball & socket tweeter
Shape round round round
Frequency Response: Overall / -3d8 Limits ~ 30Hz - 27kHz / 45Hz - 25kHz 32Hz - 27kHz / 50Hz - 26kHz 35Hz - 23kHz / 55Hz - 20kHz
Impedance compatible with 8 Ohm outputs compatible with 8 Ohm outputs compatible with 8 Ohm outputs
Recommended Amplification 10 - 125 watts/channel 10 - 125 wattsfchannel 10 - 125 watts/channel
Efficiency 90dB 90dB 90dB
Available Finish matte white (paintable) matte white (paintable) matte white (paintable)
Shipping Weight 5.35 Ibs/each (2.43kg) 5,15 Ibs/each (2.34kg) 4.40 Ibs/each (1.99kg)
Dverall Dimensions 105/8" Dia. {26.99cm) x 5 5/16" Depth (135cm) 9 1/4° Dia. (23.5¢m) x 5 1/16° Depth (12.9cm) 8 15/16" Dia. (22.7cm) x 3 5/16° Depth (8.4cm)
Depth Assuming 1/2° Drywall 413/16" (12.2cm) 4 916" (11.6cm) 213167 (7.1cm)
Cutout Dimensions 9.3/8" Diam. (23.81cm) 8 1/8° Diam. (20.64cm) 75/8" Diam. (19.37cm) —
Features 15" Driver Offset, User Controls 15" Driver Offset, User Controls Aimable Tweeter, Rotating Cam Install

** About Power Ratings:

The Federal Trade Commission has issued new requlations regarding the power ratings of aff ampfifiers, including seify f speakers. Polk Audio supports this effort o standardize power
testing methods in order to provide consumers with a “level playing field” basis for tomgarisan, Note, however, that the FTC rating is based on the “Continucus Power” output of the amplifier
Music and movies are rarely “continuous ™ but are mainly composed of shart bursts of sound. For this reason we also supply a “Dynamic Power” rating that measures the ability of the amplifier
10 produce power in short bursts similar to thase found in music and movies. In our experience, an amplifier with higher Dynamic Power output will play louder under mast conditions regard-

less of the continuous power rating.
“Polk Audio, ™ ARC Port,” “Casket Basket,” “PowerPort, and Dynamic Balance™ are registered trademarks of Britannia lnvestment Corporation used under ficense by Polk Audia Inc. S
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We're fanatics when it comes to providing you usaful, ace information that car help you evaluate our products. But as we all know, we live in an imperfect world. At feast some of us do, B If_m M;"’D";g“’;
That’s why performance specifications and product dimensions are subject to change withaut notice. For the most cutrent specifications seée our website, www,palkaudio.com/home. d! """E.'m.m
410-358-3600
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